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A b s t r a c t
In this paper, the results of numerical simulations of the flow field in the compound channel of the Vistula river 
in  the  surroundings  of  Sandomierz  are  presented.  Hydro_as-2d model  was  used  for  these  calculations  ‒  this 
numerically solves so-called shallow water equations. Special attention was paid to local variations of the water 
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The  correct  mapping  of  the  stage-flow  relationship  is  the  basic  information  used  by 
engineers for flood control purposes, especially for the proper determination of embankment 
elevations. This task is hampered in the case of rivers with compound channels with diverse 
vegetation cover on floodplains. The Vistula river in the surroundings of the city of Sandomierz 
is  an  example of  such a  case  and  this  river  section  is  the  subject of  the present  analysis. 
The mapping of  the hydraulic effects of vegetation  spatial variation  (Manning coefficient 
variation) is more effectively achieved through the application of two-dimensional models 
as opposed to one-dimensional models under the condition of proper database availability. 
Additionally, the geometric variation of high water channels in plan (meandering of river) 
and within  cross-sections  (variation  of  floodplain  width)  is  another  important  reason  for 
the application of two-dimensional models.
2. Morphological features of the modelled reach of the Vistula river and the range 
of numerical calculation
The analysed Vistula river reach is about 10 km in length and is placed between cross- 
-section 65 and 79 (Fig. 1). The geometry of the reach varies rapidly along its route. There 
is  a  small  left  turn  of  the  reach  between  cross-section  65  and  69. Within  this  sub-reach, 
the main channel is placed closer to the left centre line of the levee leaving the wide floodplain 
on  the  right  side  (Fig. 1). The main channel  is  shallow by wide point bars due  to natural 
tendency of the main channel to meander. These point bars are a potential source of sediment 
which could be moved downstream during high flood events. Part of  this  sediment could 
be deposited downstream, mainly on floodplain areas where  intense vegetation  is present. 
Deposited  sediment  was  observed  on  the  vegetated  floodplains  after  the  flood  event 
of May 2010.
There is a bend turning right in the reach between cross-section 70 and 72. Within this 
reach,  the main  channel  is  significantly  narrowed  (to  a width  of  around  100 m)  and  the 
bed of this channel is deepened. The main channel is placed closer to the outer arc of the 
reach leaving the wide floodplain on the right-hand side of the reach. According to meander 
erosion/deposition theory [2], erosion of the main channel bed at the part lying closest to the 
outer arc of the bend, and also, some deposition in the part of the channel lying closest to the 
inner arc of the bend could be expected. Both floodplains within the discussed sub-reach are 
intensely vegetated by shrubs and trees.
There  is  a  bridge  located  between  cross-sections  74  and  75  in  Sandomierz  town. 
The floodplains within this sub-reach are significantly narrowed. The bed slope of the main 
channel between cross-sections 74 and 79 increases significantly (about 0.001) in comparison 
to  upstream  sub-reach  (about  0.0006). This  implies  a  significant  increase in the velocity 
magnitude in the main channel. 
The purpose of this article is to underline local variations of the stage-flow relationship 
caused by two-dimensional geometric and vegetation cover features, such as:
– meandering of compound channel;
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equel  to  5865  m3/s  This  magnitude  corresponds  with  the  estimated  historical  flow  peak 
discharge which was observed during the flood of May 2010 in Sandomierz.
There are two cases of numerical computations:
– case 1 – with consideration to the real vegetation cover on the floodplains
– case 2 – with the assumption of the total removal of high vegetation within floodplains 
in the sub-reach between cross-sections 69 and 73
3. Description of the mathematical model and its boundary condition
Numerical calculation was realised with the Hydro_as-2d. This model constitutes 
a numerical representation of so-called shallow water equations with consideration of bed 
shear stress [7].
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u ‒   unit flow discharge in direction x,
u  ‒  unit flow discharge in direction y,
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4. Determination of Manning coefficient values
Value of Manning coefficient on the floodplains was determined basing on the density 
and type of vegetation. This determination was supported by orthophotomap analysis. 
The value of the Manning coefficient for the main channel was assumed to be in the range 
0.025‒0.035  depending  on  the  bed  materials.  Due  to  the  compound  channel  structure, 




and main channel depths  [5]. According  to much empirical  research,  the  largest  turbulent 
energy dissipation may occur when the depth ratio mentioned above reaches values not 
larger then 0.25 [3] [6]. Because the analysed Vistula river reach varies in the geometry of 
the cross-sections and also in plan geometry, it is hard to strictly apply rules implied from 
the results of the mentioned empirical experiments; nevertheless, the discussed depth ratio 
value is contained in the range of 0.4‒0.5 in the case of the Vistula reach at a flow discharge 
equal  to  5865 m3/s. In this range of values, large scale turbulent effects are replaced by 
small scale effects. Dissipations of turbulent energy due to small scale effects are considered 
in the Hydro_as_2d model (eq. 1). It was assumed that the constant base value (u
0
) is equal 
to 0.001 m2/s.
T a b l e  1





case1 case2 case1 case2
65‒66 0.04 0.04 0.025 0.04 0.04
66‒67 0.04 0.04 0.025 0.04 0.04
67‒68 0.04 0.04 0.025 0.04 0.04
68‒69 0.04 0.04 0.025 0.1 0.1
69‒70 0.1 0.04 0.025 0.06 0.04
70‒71 0.09 0.04 0.035 0.1 0.04
71‒72 0.09 0.04 0.035 0.1 0.04
72‒73 0.04 0.04 0.035 0.075 0.04
73‒79 0.08 0.08 0.035 0.087 0.087
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5. Analysis of numerical calculation results




surplus  could  initiate  a  helicoidal  secondary  flow  [8] which  could  be  the  potential  cause 
of erosion on the outer bank of the main channel in the middle of the sub-reach. This effect 
could  be  confirmed  by  geodesic measurements  of  the main  channel  bed  local  deepening 
reaching  0.6  m.  A  stronger  centrifugal  effect  is  more  visible  due  to  intense  vegetation 
cover (Fig. 2a).
5.2.  The hydraulic implications of the main channel center line and the center line 
of the whole compound channel having different directions
At  cross-section  70,  there  is  an  interesting  two-dimensional  hydraulic  features 
which  could  be  observed.  One may  observe  the  local  variation  of  flow  direction  on  the 
right floodplains  in  comparison with  the flow direction  in  the main  channel  according  to 
the maximum energy grade-line slope. The implication of this phenomena is the local 




Fig. 2. Water surface: a) in real conditions, b) without any high vegetation
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of increase in hydraulic resistance [9]. Other consequences of the increase in hydraulic 
resistance are erosion/sedimentation processes [4]. Within the sub-reach between cross- 
-sections 70 and 71, a sudden local decrease of velocity on the right bank and the entrance 
Fig.  3.  Velocities field: a) in real conditions, b) without any high vegetation
Fig.  4.  Local shear stress field in real conditions, discharge: Q = 5865 m3/s
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of the right floodplains (due to water stream division), is observed (Figs. 3a, 3b). The large 
local negative gradient of shear stress and velocities are the conducive factors provoking 
sedimentation of suspended sediment taken from the main channel and deposited. 
The confirmation of this hypothesis requires more advanced hydrodynamic modelling with 
sediment transport model analysis – this is beyond of the range of this article.
5.3.  Hydraulic implication of the high water channel contraction at the cross-section 





a few centimeters downstream of the bridge.






The maximal velocity magnitude in the main channel is not larger than 1.9 m/s. The right 
floodplain is relatively wide and the velocity magnitude in the sub-reach is about 0.6 m/s.
Within the sub-reach between cross-sections 69 and 72, the rapid decrease of the water 
level  due  to  hypothetical  high  vegetation  removal  is  changing  from 0 m  at  cross-section 
72  to  0.5  m  at  cross-section  69  (Fig.  2a,  2b).  An  additional  implication  of  vegetation 
removal is also a decrease in the maximum flow magnitude velocity at the main channel from 







The results of 2D numerical hydraulic modelling for the analysed Vistula river reach 
in the surroundings of Sandomierz allow the capture of some relevant two-dimensional 
features of meandering compound channel, which influence local variation of the stage-flow 




of  high vegetation  covering  the floodplains. The  latter  effect  is  the most  significant  from 
the practical point of view, especially regarding support for decisions associated with flood 
protection  policy  including  the  design/modification  of  levees  or  partial  high  vegetation 
removal.
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